Emulsione olio/acqua di cere, resine, tensioattivi non ionici.

Manutentore specifico per superfici lignee verniciate opache.
PRESTAZIONI: cera di protezione e di manutenzione specifica per pavimenti e
superfici in legno verniciato opaco. Per uso interno. Prodotto in base acqua, non
pericoloso e di facile utilizzo. Crea un microfilm ceroso che protegge le superfici
dall'usura dei detergenti e dal calpestio. Conserva nel tempo le caratteristiche
protettive ed estetiche della finitura iniziale. Rende le superfici pit facili da
pulire e mantenere e lascia un gradevole odore nell'ambiente.

ISTRUZIONI PER L'USO: Agitare prima dell'utilizzo. Applicare il prodotto
in piccole quantita su un panno morbido e distribuire uno strato sottile e
uniforme sulla superficie. Miscibile in acqua. Tempo di asciugatura: 1-2 ore.
Non calpestare il prodotto durante I'asciugatura. Conservare il prodotto ben
chiuso a temperature comprese tra 0°C e +30°C e non esposto per lungo
tempo ai raggi solari. Il prodotto cosi conservato ha una vita utile di 5 anni.

Periodicita d'utilizzo:

Ogni 2-3 mesi: sulle superfici intensamente calpestate e soggette a forte
usura (es. negozi, locali pubblici, bar, ristoranti, cucine, ingressi, bagni, ecc);
0gni 6-12 mesi: sulle superfici scarsamente calpestate (es. zone notte, sale, ecc).

RESA: In funzione della finitura superficiale del materiale 1 1t/50 — 80 mq.

AVVERTENZE: NESSUNA - Punto di fiamma (ASTM): non infiammabile
INDICAZIONI DI PERICOLO: scheda dati di sicurezza disponibile su richiesta.
CONTIENE: Acidi di colofonia, fumarati, esteri con pentaeritritolo.

Puo provocare una reazione allergica.

Oil/water emulsion of waxes, resins, non-ionic surfactants.
Specific maintainer for matt painted wooden surfaces.
PERFORMANCE: specific protection and maintenance wax for matt
painted wooden floors and surfaces. For internal use. Water-based
product, non-hazardous and easy to use. Creates a waxy microfilm
that protects matt painted wooden surfaces from wear and tear and
foot traffic. It retains the protective and aesthetic characteristics of the
initial finish over time. Makes surfaces easier to clean and maintain.
Leaves a pleasant smell in the environment.

INSTRUCTIONS FOR USE: Shake before use. Apply the product in
small quantities to a soft cloth and spread a thin, even layer over the
surface. Miscible in water. Drying time: 1-2 hours. Do not step on the
product while drying. Keep the product tightly closed at temperatures
between 0°C and +30°C and not exposed to sunlight for a long time.
The product stored in this way has a useful life of 5 years.

Frequency of use:

Every 2-3 months: on surfaces heavily trampled on and subject to
heavy wear (e.g. shops, public places, bars, restaurants, kitchens,
entrances, bathrooms, etc.);

Every 6-12 months: on surfaces that are rarely walked on (e.g.
sleeping areas, halls, etc.).

YIELD: Depending on the surface finish of the material 1 liter/50 —
80 m2.

WARNINGS: NONE - Flash point (ASTM): non flammable

HAZARD STATEMENTS: Safety data sheet available upon request.
CONTAINS: Rosin acids, fumarates, esters with pentaerythritol.
May cause an allergic reaction.
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